Stabilisator
Anbauanleitung

DB W 201 4 Zyl. / 6 ZyI.
DB W 124 4 Zyl. / 6 Zyl.
DB W 202 4 Zyl. / 6 Zyl.
DB W 210 4 Zyl. / 6 Zyl.

Anti-Roll-Kit 2502320/2513 320 HA
2504 320/2505 320 HA
2532320/2537 320 HA

Anbau Hinterachse




Anleitung

1. Fahrzeug auf Hebebiihne anheben.
2, Rader ggf. entfernen.
3. Fiir das einwandfreie Arbeiten unter dem Fahrzeug
Hebebiihne mit PKW auf optimale Hohe anheben.
4. Laut DB-Fachanleitung Hinterachse absenken!
5. Ausbau des Serien-Stabilisators:
- Mittellager, links und rechts; je 1 Schraube
(SW 13) I6sen. Halter aus Halterung hebeln und
entfernen.
- Anlenkpunkte am Seitenschenkel, links und
rechts, an Pldttung 16sen.
- Stabilisator heraushebeln.
6. Einbau des Anti-Roll-Kits:
- Lager mit Schmiermittel versehen.
- Beigefligte Kunststoff-Mittellager an Stelle,
wie beim ausgebauten Teil, plazieren.
- Anti-Roll-Kit einlegen und positionieren.

. Mittellager, links und rechts; neue Kunststoff-

lager positionieren und mit Serienhalter
befestigen.

- Anlenkpunkte am Seitenschenkel, links und

rechts, an der Radaufhingung mit Schraube
(SW 13) durch Plattungsbohrung befestigen.

7. Dringend nach Einbau alle Befestigungs-
schrauben des Stabilisators nachziehen.
8. Lt. DB-Fachanleitung Hinterachse montieren!
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Bild 40/27 Anordnung Hinterachse
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Sturz

Neigung des Radtriigers

Wert — Neigung oben nach vorne
Wert + Neigung oben nach hirten
Hinterachstriger

Vordere Lagerung

Hintere Lagerung

Sturzstrebe

Zugstrebe

Exzenterboizen

Spurstange

Exzenterbolzen

Schubstrebe

Federlenker

Radtriager

Drehstab

. Verbindungsstange

Stofildampfer
Hinterfeder
Hinterachswelle

Der Umbau des Anti-Roll-Kit-Satzes sollte grundsatzlich in einer Fachwerkstatt erfoigen!



Liste Anbauteile

Typ / Bezeichnung DB W 201. DB W 124 DB W 202 DB W 210

1 Stabilisator HA 2502 320 HA. 2505 320 HA 2532 320 HA 25 37 320 HA

2 Mittellager HA 25 02.3.101@ 17 | 2502.3.101 @17 | 25 32.3.101 D 18 25 37.3.101

2 Stiitzen / Stange HA Serie Serie 25 32.3.102 wie vor | Ers.-T. 124 320 0289
1 Lagerbiigel HA Serie Serie 25 32.3.103 wie vor | Ers.-T. 202 326 0226
1 Lagerbiigel HA Serie Serie 25 32.3.104 wie vor | Ers.-T. 123 326 0926

Rest-Anbauteile aus Ersatzteilwesen beschaffen!

Stand: November 1995 - Anderungen vorbehalten!



INSTALLATION INSTRUCTIONS FOR STABILIZER BAR

MERCEDES DB W 201 /DB W 124/DB W 202/ DB W 210
Anti-Roll-Kit 25.02/13/04/05.3.20 HA
Installation Rear Axle 25.02/13/04/05.3.20 HA

INSTRUCTIONS:

ﬁpwwf

Raise vehicle securely on car lift.

If necessary remove wheels.

To assure perfect worklng conditions on the vehicle, lift the car to the optimum working height.

Lower the rear axle according to the DB (Daimler Benz) special instructions.

Removal of serial-stabilizer-bar:
- Detach middle bushing clamps left and right hand side with one bolt (metric wrench snze WS 13) each.
- Remove clamps.

- Loosen the mounting at the flat end of the stabilizer legs (left and right) with bolt (WS13).

- Lever out the stabilizer-bar.

. Installation of Anti-Roll-Kit:

- Lupricate bushings (white lubricant).

. Position enclosed middle-rubber-bushings at the same place as they were on the removed part.

- Lay in the stabilizer-bar and bring it into position.

- Align middle-rubber-bushings (left and right), put on serial clamps and thighten up with serial bolt
(WS 13).

- Align the flat ends of the stabilizer-bar with the drill hole to the mounting, put in bolts (WS13) and
tighten up. )

. Important: Tighten up all bolts and nuts after the installation of the stabilizer-bar.
. Reinstall the rear axle according to the DB special instuctions. .

LIST OF ASSEMBLY PARTS:

1.
2.

Stabilizer-bar

Two middle-rubber-bushings } See list on page before.

Replace ALL parts taken out of the car with new, original serial assembly parts.
The installation of an Anti-Roll-Kit should always be carried out by a specialised garage.

Version November 1995 - Subject to alterations!
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